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INTERIOR SIDES PUT TOGETHER FIRST AND
ATTACHED TO  TABLETOP. POCKET SCREWS
MAY BE USED. ELECTRICAL BOX MOUNTED
TO LEG.

BLANK PANEL OF  LEG
ATTACHED LAST, AFTER
WIRING AND TESTING. USE
BISCUIT JOINTS

PANEL NOTCHED FOR ELECTRICAL BOX
ATTACHED THIRD, AND TABLE IS WIRED
AND TESTED. USE BISCUIT JOINTS

WIRING CAVITY

PLYWOOD JOINTS

STIFFENER SISTERS UP
WITH LEG AND EXTENDS
FULL INTERIOR LENGTH

HOLES FOR WIRING
DRILLED AS NEEDED

REAR RIGHT LEG TO
HAVE POWER
CONNECTIONS,
BREAKER, AND SWITCH.
TYPES AND SIZES TBD

INTERIOR CAVITY TO
HOLD WIRING , POWER
DISTRIBUTION, LED
DRIVERS/ ELECTRONICS

TABLE TOP WILL REQUIRE 2
SHEETS OF PLYWOOD,
STIFFENERS AND LEGS TO BE
CUT FROM REMAINDERS

VARIOUS ADDITIONAL
STIFFENERS ADDED AFTER
PRIMARY STIFFENERS

PRIMARY STIFFENERS

SECONDARY STIFFENERS

TERTIARY STIFFENERS

NOTE THAT INTERIOR
PANELS OF LEG EXTEND
UP TO TABLE TOP SUB
STRUCTURE
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REMOVABLE UNDERSIDE PANEL.
COVERING WIRING SCREWED ONTO
BLOCKING WITHIN INTERIOR CAVITY.

3/4" INTERNAL PLYWOOD TABLETOP
SUBSTRUCTURE LAYER TO HOLD LEDs
ON TOP AND HAVE POWER, WIRING,
AND ELECTRONICS MOUNTED TO
BOTTOM. TABLE WILL BE BUILT WITH
THIS LAYER AS THE TOP DURING
CONSTRUCTION
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ROUTED CHANNEL

~2" WIDE (VARIES)

ROUTED CHANNEL WITH CAST
TRANSLUCENT RESIN FILL

RESIN OR POLYURETHANE
COAT OVER FINISH
PLYWOOD AND RESIN

TABLE TOP SUB STRUCTURE
PLYWOOD

LED STRIP LIGHT IN OPEN CAVITY
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TABLE DRAWINGS
1. FINISH PLYWOOD TO BE DETERMINED BY LOCAL AVAILABILITY
2. TABLE TOP IS 1/2" PLYWOOD. ALL OTHER PLYWOOD IS 3/4".
3. TABLE TOP SUB STRUCTURE LAYER TO BE ROUTED WITH TABLE TOP. TABLE TO BE BUILT TO NEAR
COMPLETION USING SUB STRUCTURE AS TABLE TOP. ONCE TABLE IS OPERATIONAL AND STRUCTURE IS
COMPLETE. TABLE TOP WILL BE INSTALLED.
4. HOLES FOR FASTENERS ON BOTTOM PANEL TO BE DRILLED THROUGH TO ENSURE FLUSH FIT TO STIFFENERS
5. SEE PROJECT DRAWINGS FOR SCHEMATIC WIRING DIAGRAM.
6. SEE WIKI PAGE FOR FURTHER SPECS https://noisebridge.net/wiki/Maker_Faire_2015

MATERIAL ESTIMATES (WOOD):
2 SHEETS 1/2" FINISH PLYWOOD, 1 SHEET 3/4" FINISH PLYWOOD, 4 SHEETS A OR A/B GRADE PLYWOOD FOR
STRUCTURE. REMAINDERS TO BE USED ON BOOTH CABINETRY.

GENERAL NOTES

WORKING DRAWING, INTENDED
FOR CONSTRUCTION

 1" = 1'‐0" 1TABLE TOP

 1" = 1'‐0" 2FRONT ‐ LOGO TABLE

3TABLE LEG DETAIL

FINISH PLYWOOD TYP.
AROUND EXTERIOR

4TABLE AXON 5TABLE AXON INTERIOR

 1" = 1'‐0" 6RIGHT ‐ LOGO TABLE

 1" = 1'‐0" 7LOGO TABLE SECTION 1" = 1'‐0" 8LOGO TABLE SECTION AT LEGS

 1/2" = 1'‐0" 9TABLE UNDERSIDE 12" = 1'‐0" 10LOGO CHANNEL DETAIL


